
FlameWall
New Zealand’s first fire-rated fence system.



Optimise compliance.
Maximise space.



FlameWall
FlameWall is New Zealand’s first fire-rated fence system, specifically designed to enhance 
outdoor spaces while ensuring safety and compliance.

Engineered for simple installation, FlameWall is a modular solution independently laboratory 
tested to a Fire Resistance Rating (FRR) of -/60/-, making it ideal for structures, such as garden 
sheds, to be placed on a legal boundary.

Fire-Rated Protection
Tested to a FRR rating of -/60/-.

Modular System
Designed for simple installation.

Space Maximisation
Optimise outdoor space.

Dual Sided Utilisation
Can be utilised on both sides of a 
legal boundary.

Seamless Integration
Integrates with any Boundaryline 
fence system.

Customisable Appearance
Paintable surface.

Compliance
FlameWall complies with New Zealand Building Code C3 and C6. Clause C3 aims to prevent the 
spread of fire from one property to another, particularly when structures are close to boundaries.

Clause C6 ensures that structures remain stable and do not collapse during a fire, providing 
additional safety to occupants and neighbouring properties. 



Fire Resistant Safe Zone
In accordance with AS 1530.4-2014, a structure placed within the safe zone would have fire resistance 
for 60 minutes by resisting the passage of flames and maintaining consistent temperature over the 
whole of the unexposed surface.

The New Zealand Building Code states that structures cannot be placed against a legal boundary 
unless the boundary meets FRR requirements. This requirement can be challenging when outdoor 
space is restricted, especially in medium density housing developments.  

FlameWall enables structures to be placed against the boundary wall, maximising space and 
providing a better backyard experience. For detailed design and installation instructions, please refer 
to the Boundaryline FlameWall PS1 and Install Guide. 

Without FlameWall, structures must be 
placed at a minimum distance from the legal 
boundary to prevent the spread of flames.

The FlameWall System prevents the spread of 
flames, allowing structures to be placed on a 
legal boundary, maximising outdoor space.

The ability to resist the passage 
of flames.

The ability to maintain a 
temperature over the whole of 
the unexposed surface.



SleekWall Integration

ColourPanel Integration

SmartWall Integration

Seamless Integration

The FlameWall System can be 
integrated with any Boundaryline fence 
system.

Customisable Appearance

FlameWall Panels must be painted as 
part of the installation process. The 
panels can be painted in any colour 
that meets the paint requirements 
specified in the Boundaryline 
FlameWall Install Guide. 

This, combined with the integration of 
any Boundaryline fence system, 
ensures the end result fits the overall 
aesthetic of the property.

Posts and caps 
powder coated in 
black

Panels suitable for 
painting in colour of 
choice
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Please note: the content in this brochure is for general reference purposes only. 
For detailed design and installation instructions, please refer to the Boundaryline PS1 and Install Guide.


