
Tradition Refined



PicketPanel embraces the nostalgia of the traditional picket fence while providing 
a refined architectural range of contemporary options, suited to the modern 
environment and today’s busy lifestyle.  

A durable interpretation of the symbolic family home boundary, blending the 
romance of days gone by with design and construction fit for the next generation. 



Designed in consultation with industry partners to meet the needs of New Zealand’s increase in 
medium density housing developments.

PicketPanel is a contemporary fencing solution designed with low, mid and high picket heights 
and width variations.  A range of visually permeable options to suit semi-public and semi-private 
project applications.  

PicketPanel is available in Black and Frost, and can be custom powder coated to suit individual 
design aesthetics.

PicketPanel is designed for use in Pool Fencing (F9) and Fall From Height (F4) applications.
Please refer to PicketPanel PS1’s for more information.

With permeability from 30% to 50%, PicketPanel is designed to balance natural surveillance 
with suitable levels of privacy.

PicketPanel can be used successfully as screening, or to contribute to the streetscape with 
complementary planting or hedging.

Design Guidance

Traditional Style Pickets
Inspired by the traditional picket fence

Aluminium Construction
Strength, durability and low maintenance

Quick and Simple Installation
Modular system with screw-on brackets

Raking Design
Rakes to meet slopes up to 35 degrees

PicketPanel

Low Height - 950mm / 1200mm

Semi-Public Semi-Private

Mid Height - 1500mm Full Height - 1800mm



Atlas
Panel height ------------------  950 / 1200 / 1500 / 1800mm
Panel length------------------  2430mm
Picket size---------------------50x16mm
Picket spacing--------------  50mm
Permeability------------------  50%

Juno
Panel height ------------------950 / 1200 / 1500 / 1800mm
Panel length------------------  2430mm
Picket size---------------------  70x16mm
Picket spacing--------------  30mm
Permeability------------------  30%

Rondo
Panel height ------------------  950 / 1200 / 1500 / 1800mm
Panel length------------------  2430mm
Picket size---------------------  70x16mm
Picket spacing--------------  30mm
Permeability------------------  30%

Colour Options
Frost Black



Opus
Panel height ------------------  950 / 1200 / 1500 / 1800mm
Panel length------------------   2430mm
Picket size---------------------  50x16mm & 70x16mm
Picket spacing--------------  40 & 50mm
Permeability------------------  40%

Forte
Panel height ------------------950 / 1200 / 1500 / 1800mm
Panel length------------------  2430mm
Picket size---------------------  50x16mm & 70x16mm
Picket spacing--------------  30, 40 & 50mm
Permeability------------------  40%
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